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CERTIFIX CFCBSE-4.8×45
No.5 Point Screw, Countersunk, Blue E-Coat 1680H

SKU: CFCBSE-4.8*45

P R O D U C T  F E A T U R E S  

� Weather proofing of screw fixing points.

P R O D U C T  B E N E F I T S  

Self-drilling fibre cement board screw
with exterior grade coating

P R O D U C T  D E S C R I P T I O N  

� No.5 point

� Countersunk head

� Phillips No2 head

� Blue E-Coat 1680H 

� For fixing fibre cement boards back to metal structures
 (e.g. SFS)

� For fixing other boards such as magply back to steel

 

A P P L I C A T I O N S  

  

  

  

   

NOTE: The results expressed in this document are  determined from empirical testing. Specifiers, end-users 
and other third parties should make their own decision(s) on what safety factors to use relevant to their design(s)/ application(s). This 
document is provided, strictly: without prejudice, without recourse, without liability, non-assumpsit, no assured value, errors and omissions 
excepted, subject to change without notice and all rights reserved. 
©Certifix Ltd, 2024

 

  

 

 
Steel thickness fastened: 1.0 - 6.0 mm

  

  

  

  

  

T E C H N I C A L  D A T A

Max rpm: 2500 rpm

Note: Not to be used
with impact drivers

PH #2


